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A LAYOUT - Building Elevation
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Qty 2
One sign located on East Elevation
One sign located on West Elevation
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LAYOUT - Building Elevation Detail
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SCALE 1/8"=1"-0"

Steel projection back

info building steel
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beam to be confirmed

Steel kicker connection
location to roof beam \
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6" x 6" x 1/4" galvanized
steel tube frame, all
connections welded
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LAYOUT - Building Elevation Steel Framing

SCALE 1/8"=1"-0"
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Approximate Sign & Structure Weights

Galvanized Steel Framing: 5,000 lIbs
Galvanized Steel Roof Kickers: 1,000 lbs
Galvanized Steel Roof Cross Beam: 1,500 lbs
Sign Cabinet & Channel Letters: 3,500 Ibs

11,000 Ibs

Approximate Electrical Requirements

120v primary service, with 5 circuits @ 20 amps each
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7'-4" to center (VIF)

A WALL SECTION - Steel Framing Connections
SCALE 3/8"=1"-0"
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/ Mountain cabinet, 13 42" deep

6" x 6" x 1/4" galvanized
/ steel tube frame

6" x 6" x 1/4" galvanized
steel tube supports back to
roof beam, 35 degree angle

8" x 8" x 1/4" galvanized steel tube,

see roof plan detail for building
connection detail
(PROVIDED & INSTALLED BY OTHERS)

8"x 8" x 1/4" galvanized

steel tube projections, project 6"
beyond curtain wall

(PROVIDED & INSTALLED BY OTHERS)

6" x 6" x 1/4" galvanized
steel tube stub to sleeve
into 8 x 8 steel tube,
welded connection

/ Casino channel letters, 10" deep
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Beam located below
roof at column line noted \
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DASHED TYPICAL

Vertical stub column welded ————

to building cross beam and
projecting thru roof structure to
support 8 x 8 beam above roof

+— STRUCTURAL BRACING
SEE STRUCT. DRAWNGS
TYPICAL

RAISED WINDOW 'WASHIN
RAILS ON DUNNAGE

SEE DETAL 5/A9.3.2 SI

6 x 6 steel kickers from
sign support frame

8 x 8 beam above roof
to receive angled
steel kickers from
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Thame vent (o)

sign support frame

Projecting 8 x 8 to
receive 6 x 6 stub

Steel frame structure 7
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ROOF PLAN - Steel Framing Plan

SCALE 1/16"=1"-0"
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53-2"

80"
LETTERSET

A LAYOUT - Front Qty 2

SCALE 1/8"=1-0" One sign located on East Elevation

Specifications:

One sign located on West Elevation

Main Cabinet:
Mountain Face:
Blue River Faces

Cabinet Finish:
Cabinet lllum.:

Channel Lefters:

Code:

ABC Structural Aluminum Large A Extrusion, 13 2" deep with bleedface retainer system.
White flexface with vinyl, V-5, applied first surface.

1/4” white GE Solar Grade Lexan with vinyl, V-1, applied first surface to face.

Face to be in sections around channel letters

Cabinet frame to be painted, P-5.

GE Gelcore Tetra Power White LED's, 3 per foot, 6” on center.

PS30 power supplies to be located so that access and service is possible from top of
roof behind cabinet, provide access doors and service ladders as needed to reach all
power supplies.

Faces:
1/4" white GE Solar Grade Lexan with 3" vinyl border, V-1, applied first surface to face.
Trimcap:

2", painted, P-5.

Returns:

.063 painted, P-5

Backs:

52" Alumalite with frame to connect back into cabinet structure
[llumination:

GE Gelcore Tetra Power White LED's, 3 per foot, 3 rows

PS30 power supplies remote located with cabinet power supplies

All connections will be in accordance with both local and national electrical code.
UL Listed components and construction with UL labels.

Note:
Fabricator responsible for providing NY licensed engineer’s stamped
construction drawings for building aftachment method.
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